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  Wiring for two motors to a
o edouble pole t ggl  switch

  Wiring for two motors to a
o edouble pole t ggl  switch

Power InPower In

Power in
Hot                Black
Neutral          White
Ground         Green

Motor Leads
Direction 1     Red
Direction 2     Black
Neutral           White
Ground          Green
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NOTICE: For installation by a qualified electrician in accordance with 
national and local electrical codes, and the  following instructions.

CAUTION: RISK OF ELECTRICAL SHOCK. Disconnect power before 
installing. Never wire energized electrical components.

Select conductors having 90 C or higher rated insulation having 
sufficient ampacity in accordance with the 60 C column of National 
Electrical Code R Table 310-16 or Canadian Electrical Code Table 2

Terminal capacity: #14 AWG to #10 AWG

Strip conductors using strip gage on switch body. DO NOT USE TIN
CONDUCTORS.
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RED ( direc ion 1t  ) RED ( direc ion 1t  ) 

B K e oLAC  ( dir cti n 2 )B K e oLAC  ( dir cti n 2 )

B CK ( 0v - 0h  LA   12  6 z )B CK ( 0v - 0h  LA   12  6 z )

WH T  eu ral I E ( n t )WH T  eu ral I E ( n t )

WH T u r lI E ( ne t a  )WH T u r lI E ( ne t a  )

G N ( g o dr un )REE   G N ( g o dr un )REE   

G N g o dr un )REE (  G N g o dr un )REE (  

G EEN ( g o ndr u )R   G EEN ( g o ndr u )R   

R  i n 1d rectio  )ED (  R  i n 1d rectio  )ED (  

B K oLAC  ( directi n 2 )B K oLAC  ( directi n 2 )

G EEN ( ground )R  G EEN ( ground )R  

Jumper 
L1 to L2

DOUBLE POLE TOGGLE SWITCHDOUBLE POLE TOGGLE SWITCH
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